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N00174-05-R-0014 REVISED STATEMENT OF WORK
Background

The Naval Surface Warfare Center at Indian Head, MD (NSWCIHD) operates a nitration plant
for the production of nitrate esters (NE). A byproduct of this process is wastewater contaminated
with nitrate esters. In the late 1980s pilot scale work was began to study the feasibility and safety
implications of treating this wastewater with activated carbon to remove the NE. Since this study
NSWCIHD has been using 55 gal drums of carbon, in series, to treat the wastewater since 1991.
The activated carbon systems consist of four drums connected in series. When breakthrough is
detected at the third drum, the first drum is removed and a new drum is added at the end of the
train. These systems are effective in removing the NE from the wastewater, but they have several
shortcomings. Foremost among these are the logistics and costs associated with handling the
many drums required to treat the wastewater generated from a production run. NSWCIHD is
planning a major upgrade to the nitration plant and as part of that we want to replace the existing
drum train treatment systems with two centralized fixed bed systems.

Objectives

The objective is to remove the NE from the wastewater in a timely manner. Control the loading
of NE on the carbon below 45%. Minimize the material handling and labor associated with
operating the systems. There shall be two treatment systems located separately with throughput
requirements of 10 - 15 gpm. The systems should be designed to minimize and/or simplify the
logistics of wetting and replacing spent carbon with virgin carbon and dewatering the spent
carbon.

Requirements

To accomplish these objectives 5 absorbers will be required in combination with a feed hopper to
transport GAC to absorbers. The absorber shall allow easy removal of the spent carbon to super-
sack units. The Super sacks units shall allow the easy removal of the water from the spent
carbon. The super sacks units with the collected dewatered spent carbon will be transported to
spent carbon disposal facility.



Adsorbers - The absorbers and the internals shall be fabricated of stainless steel. The absorbers
piping connections shall be flange.
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Flow into the absorbers shall be designed to prevent channeling and to assure uniform flow
through absorbers.

The outside diameter of the absorber could range between 30 to 33 inches with a minimum
operating bed height of 24 inches. The current operating flow is 3 gpm per square foot. The
absorber to have 36 inches straight side vertical height

The systems shall be rated to operate at a minimum 100 psig while permitting a throughput of 10
- 15 gpm. Provide appropriate pressure/vacuum relief vents. Fabricate the absorber with top and
bottom dished head. The absorber must comply with the ASME code for pressurized vessel and
stamped.

The absorbers shall provide a means of easily removing and dewatering the spent carbon and
adding wet virgin carbon.

The absorbers shall be able to be lifted with a forklift. Provide lifting lugs.

Provide one (1) round bolted manway so the stainless steel internal(s) can be inspected and
replaced, if necessary.

Virgin Carbon Feed (Hopper Unit)- Stainless Steel hopper with 2-inch eductor and 2-inch
transfer hose. Hopper capacity of 1,000 Ibs GAC, as minimum. The bottom cone shall allow the
easy flow of the dry GAC. Since dust is a concern the hopper shall be a close top type with a
manhole and 3” top connection to be used to connect a dust collector.




Waste water feed

*

Hopper
with
eductor

Absorbers

of this procurement.

This Section is not part

d

Super Sack with
container

(!

Buildings Dimensions;
29’ x 20’ x 14’10”(h)
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